
MULTILAYER SHIELDED FERRITE CHIP INDUCTORS

MLI SERIES

� Magnetically self shielded, eliminates crosstalk & coupling
     between conductors. Excellent for high density placement.
� Suitable for either flow or reflow soldering
� 0.047uH to 33uH, 5mA to 450mA, 13MHz to 680MHz SRF
� Operating temperature range: -25°C to +105°C
� Standard inductance tolerance is ±10% (20% if <0.1uH)
� Mini 0402 & 0201 sizes in development

DIMENSIONS

3060ILM 5080ILM 8001LM 6021ILM
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740.0 05 01 062 03.0 05 05 51 023 02.0 003 - - - - - 05 02 023 51.0 003
860.0 05 01 052 03.0 05 05 51 082 02.0 003 - - - - - 05 02 082 52.0 003
280.0 05 01 542 03.0 05 05 51 552 02.0 003 - - - - - - - - - -

01.0 52 51 042 05.0 05 52 02 532 03.0 052 2.52 03 086 12.0 054 52 02 532 52.0 052
21.0 52 51 502 05.0 05 52 02 022 03.0 052 2.52 03 056 22.0 004 52 02 022 03.0 052
51.0 52 51 081 06.0 05 52 02 002 04.0 052 2.52 03 035 52.0 004 52 02 002 03.0 052
81.0 52 51 561 06.0 05 52 02 581 04.0 052 2.52 03 025 92.0 073 52 02 581 04.0 052
22.0 52 51 051 08.0 05 52 02 071 05.0 052 2.52 03 093 03.0 073 52 02 071 04.0 052
72.0 52 51 631 08.0 05 52 02 051 05.0 052 2.52 03 033 33.0 053 52 02 051 05.0 052
33.0 52 51 521 58.0 53 52 02 541 55.0 052 2.52 03 013 93.0 053 52 02 541 05.0 052
93.0 52 51 011 0.1 53 52 52 531 56.0 002 2.52 03 092 04.0 023 52 52 531 06.0 052
74.0 52 51 501 53.1 53 52 52 521 56.0 002 2.52 03 062 44.0 003 52 52 521 06.0 002
65.0 52 51 59 55.1 53 52 52 511 57.0 051 2.52 03 032 94.0 052 52 52 511 07.0 002
86.0 52 51 08 07.1 53 52 52 501 08.0 051 2.52 03 002 25.0 052 52 52 501 08.0 051
28.0 52 51 57 01.2 53 52 52 001 00.1 051 2.52 03 081 16.0 002 52 52 001 09.0 051
0.1 01 03 07 06.0 52 01 54 57 04.0 05 69.7 03 051 57.0 051 01 54 57 04.0 001
2.1 01 03 06 08.0 52 01 54 56 05.0 05 69.7 03 041 78.0 021 01 54 56 05.0 001
5.1 01 03 55 08.0 52 01 54 06 05.0 05 69.7 03 031 00.1 011 01 54 06 05.0 05
8.1 01 03 05 59.0 52 01 54 55 06.0 05 69.7 03 021 01.1 001 01 54 55 05.0 05
2.2 01 03 54 51.1 51 01 54 05 56.0 03 69.7 03 501 03.1 001 01 54 05 06.0 05
7.2 01 03 04 53.1 51 01 54 54 57.0 03 69.7 03 09 04.1 001 01 54 54 06.0 05
3.3 01 03 83 55.1 51 01 54 14 08.0 03 69.7 03 08 06.1 08 01 54 14 07.0 05
9.3 01 03 63 07.1 51 01 54 83 09.0 03 69.7 03 57 07.1 08 01 54 83 08.0 05
7.4 01 03 33 01.2 51 01 54 53 00.1 03 69.7 03 07 09.1 08 01 54 53 09.0 05
6.5 0.4 03 22 55.1 51 0.4 54 23 09.0 51 69.7 03 06 02.2 08 0.4 05 23 07.0 52
8.6 0.4 03 02 07.1 51 0.4 54 92 00.1 51 69.7 03 55 04.2 07 0.4 05 92 08.0 52
2.8 0.4 03 81 01.2 51 0.4 54 62 01.1 51 69.7 03 05 06.2 05 0.4 05 62 09.0 52
01 0.2 03 71 55.2 51 0.2 54 42 51.1 51 25.2 52 03 02.2 03 0.2 05 42 0.1 52
21 0.2 03 51 57.2 51 0.2 54 22 52.1 51 25.2 52 72 05.2 02 0.2 05 22 50.1 51
51 0.1 02 41 07.1 51 0.1 03 91 08.0 5 25.2 52 32 08.2 02 0.1 53 91 07.0 0.5
81 0.1 02 31 58.1 51 0.1 03 81 09.0 5 25.2 52 22 02.3 02 0.1 53 81 07.0 0.5
22 0.1 - - - - 0.1 03 61 01.1 5 25.2 52 12 06.3 02 0.1 53 61 09.0 0.5
72 0.1 - - - - 0.1 03 41 51.1 5 25.2 52 91 03.4 51 0.1 53 41 09.0 0.5
33 4.0 - - - - 4.0 03 31 52.1 5 25.2 52 71 07.4 51 4.0 53 31 50.1 0.5
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3060 600.±360.
]51.±6.1[

600.±130.
]51.±8.0[ ]59.0[730. 800.±210.

]2.±3.0[

5080 800.±970.
]2.±0.2[

800.±940.
]2.±52.1[ ]54.1[750. 210.±020.

]3.±5.0[

8001 800.±890.
]2.±5.2[

800.±970.
]2.±0.2[ ]9.1[370. 210.±020.

]3.±5.0[

6021 800.±621.
]2.±2.3[

800.±360.
]2.±6.1[ ]4.1[550. 210.±020.

]3.±5.0[

 FA 093    Sale of this product is in accordance with GF-061. Specifications subject to change without notice.

 RoHS

Term.W is
RoHS
compliant
& 260°C
compatible

RCD’s MLI inductors feature a monolithic multilayer construction.
The structure involves no windings/welds/solder joints, ensuring
highest reliability and performance levels over a wide temperature
and humidity range. Operating temperature is -55° to +125°C
(derate current by 2.5%/°C above 85°C). Applications include
noise/EMI elimination for I/O lines in a wide range of computer,
telecom, medical, and audio applications.
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P/N DESIGNATION: MLI1206  -     220 - K  T   W

RCD Type

Induc. Code (uH): 2 signif. figures and multiplier
(R10=0.1uH, 1R0=1uH, 100=10uH, 101=100uH).
Below 0.1uH, use ‘R’ as decimal point (R01, R068, etc.)

Tolerance Code: M=20% (std<0.1uH),
K=10% (std ≥.1uH), J=5%, S=±0.3nH

Packaging: B=Bulk, T=Tape & Reel (4K pcs/7”reel 0603 &
0805, 2K 1008, and 3K 1206, 10Kpc 13” reels also avail.)

Termination: W= Lead-free (100% Sn)
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