
CHOICE OF TIN OR GOLD PLATE

MATERIAL:
Base: Steel, Tin Plate
Shell: Steel, Nickel Plate
Contact: Brass, Tin Plate

Complete one piece jack for insertion into PC board. 
Time Saving. No Wiring Required.

CAT. NO. 902

.200 [5.1]

.400 [10.2]
.105 [2.7]

DIA.
(3) PLS

.062 [1.57] DIA.

Mounting Detail

MATERIAL:
Shell: Steel
Contact: Brass
Plating: Tin or Gold

MATERIAL:
Shell: Steel, Tin Plate
Contact: Brass, Tin Plate

CAT. NO. 571

.546 [13.9]

.285
[7.3]

.107 [2.7]
DIA.

(2) PLS

.060 [1.52] DIA.

Mounting Detail

.105 [2.7]
DIA.

.343 [8.7]

Mounting Detail

Complete one piece jack for insertion
into PC board. 
Time Saving. No Wiring Required. 
Snap-fits into PC board.

• Mounted on bracket ready for insertion into pre-drilled holes
• Solder lug allows remote attachment of signal to PC board

   
      

    
     SN     

.465 [11.8] .255 [6.5]

.100 [2.6]
(3) PLS

.571 [14.5]

.218 [5.6]
REF.

.328 [8.4]
DIA.

.160 [4.1]

.257 [6.6]
.465 [11.8]

.050 [1.27]

.265 [6.8]
.415 [10.6]

.598 [15.2]
REF.

.378 [9.6]

.328 [8.4]
DIA.

.320
[8.2]

.570
[14.5]

.050 [1.27] .100 [2.6]
(2) PLS

.878
[22.3]

.560 [14.2]
.570 [14.5]

.120 [3.1]

.656
[16.7]
MIN.

.100 [2.6]
(2) PLS

.656
[16.7]

.187 [4.8]

[6.4]

.328 [8.4]
DIA.

.438
[11.1]

.344 [8.8]

.250

• For applications requiring staking to product

CAT. NO. 573

MATERIAL:
Shell: Steel, Tin Plate
Contact: Brass, Tin Plate

Mounting Detail

.105 [2.7]
(2) PLS

.656 [16.7]

.500 [12.7]

.328 [8.4] DIA.

.312 [7.9]
.554 [14.1]

.500 [12.7]
.045 [1.14]

.125 [3.2]
(2) PLS

.250 [6.4]

.156 [4.0] DIA.

• Snaps into holes on PC board and firmly held for soldering
• No staking required 

CAT. NO. 572

MATERIAL:
Shell: Steel, Tin Plate
Contact: Brass, Tin Plate

.130 [3.3]
DIA.

.070
[1.8]

.420
[10.7]

.085 [2.2]
DIA. (2) PLS

Mounting Detail

.328 [8.4] DIA.

.390 [9.9]
.410 [10.4]

.297 [7.6]

.096 [2.44]

.062 [1.6]

.414 [10.6]

.261 [6.6].162 [4.1]

• Extra long, one piece shell to accept plugs with longer pins for greater contact
• Snaps into holes on PC board and firmly held for soldering 

• No staking required

MATERIAL:
Shell: Steel, Nickel Plate
Contact: Brass, Tin Plate

.085 [2.16] DIA.
(2) PLS

.420 [10.7]

.075
[1.90]

.090 [2.29]
DIA.

Mounting Detail

.070 [1.78] 
(2) PLS 

.875 [22.2] .843 [21.4] 

.400 [10.2] 

.328 [8.4] DIA. 

.050 [1.27] 

.655 [16.7] 

CAT. INSULATOR 
NO. COLOR
584 WHITE
577 RED
585 BLACK
586 YELLOW

HORIZONTALVERTICAL

TIN PLATE INSULATOR GOLD PLATE
CAT. NO. COLOR CAT. NO.

587 WHITE 936
588 RED 937
901 BLACK 900
589 YELLOW 938

• Black insulator ring.

• Red insulator ring

• White insulator ring • Red insulator ring

Tel (718) 956-8900 • Fax (718) 956-9040
(800) 221-5510 • kec@keyelco.com

www.keyelco.com
31-07 20th Road – Astoria, NY  11105-2017RoHS COMPLIANT ~ ISO 9001 CERTIFIED
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90° PC PHONO JACK SNAP-FIT 90° PC PHONO JACKS

PC PHONO JACKS

SNAP-FIT VERTICAL PC JACK SNAP-FIT VERTICAL PC PHONO JACKS
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